






Speci�cation Sheet

10.8V, 6800mAh rechargeable lithium battery, battery life over 6 hoursBattery

1-8bar

ID: 5mm, OD: 8mm

4.84(H) x 7.48(W) x 4.72(D) inches; 123(H) x 190(W) x 120(D) mm (with foot mat)

3.2kg (7.1lbs)

Anodized aluminum

AC 100-240V, 50 Hz/60 Hz

USB

40.000 sets (Mode 1: 20.000 sets, Mode 2: 20.000 sets)

4.3” capacitive touch screen 

English, Chinese

Annual calibration is recommended

Temperature: 5℃-30℃, relative humidity ≤80%

Temperature: 0℃-40℃, relative humidity ≤80%

24 months (calculated from the date of product activation or six months after the date of manufacture, whichever comes first)

EN 61010-1:2010+A1:2019,  EN 61326-1:2013, EN 61326-2-2:2013, EN 61000-6-1:2007, EN 61000-6-3:2007+A1

ID: 6mm, 8mm, 12mm, 14mm, 16mm, 20mm selectable or silencer 

Air, N2, CO2, Ar, O2  and other inert gases 

(only for non-flammable and non-explosive areas)
Gas type

Inlet relative pressure

Inlet diameter

Outlet diameter

Dimensions

Weight

External surface

Power

Communication

Date storage

Display

Language

Calibration frequency

Operating conditions

Storage conditions

Safety

Warranty

Speci�cation Dual-Mode High Pressure Di�user I DHPD

Common Parameter

Ordering Information
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